
Premium 
Architectural 
Window Film

Benefits
• 99% Ultraviolet Rejection
• Increased Protection From Fading
• Outstanding Solar Energy Performance
• Low Nighttime Inside Reflectivity
• 5 Performance Shades To Choose From
• Beautiful Color Stable Charcoal Tone
• Advanced Nano Ceramic Construction
• Dual-Pane Insulated Glass Unit Safe
• Time Tested, Ultra Clear Dry Adhesive
• Scratch Resistant Extends Product Life

Warranty Coverage You Can Trust
• Factory Backed Coverage*
• Includes Product & Labor*
• Coast-To-Coast Warranty Service Dealer Network

*See warranty certificates #7300 & #7320 for coverage details.

Interior Room Side Looking Out

Ceramic Dual Reflective 35



Product Specifications

Category Architectural

Series	 Dual	Reflective

Warranty Res-Life I Com-12 Year I Color Stable

Construction:

Ply 2 Ply

Thickness 2 Mil

Metal Vapor Deposition

Color Dye Free

Adhesive	 Dry	Adhesive

Film-To-Glass Approval: 

Single Pane  <100 SF

Double Pane <40 SF

Solar Performance:

 Visible Light Transmission 35

 Total Solar Energy Rejected 58

	 Luminous	Efficacy	 0.73

	 Shading	Coefficient	 0.48

	 Solar	Heat	Gain	Coefficient	 0.41

 Total Solar Transmittance 29

	 Total	Solar	Reflectance	 24

	 Total	Solar	Absorbtance	 47

	 Visible	Light	Reflectance	(Int)	 14

	 Visible	Light	Reflectance	(Ext)	 25

 UV Rejected >99

 Glare Reduction 61

	 Winter	Median	U-Value	 0.98

	 Emissivity	 0.81
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Published values are generated from films tested on 1/8" (3mm) thick clear glass. 

These values are representative of typical production runs, subject to normal 

manufacturing tolerances within industry standards.
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